
MOTORIZED ROTATION AVAILABLE

CAPACITIES & DIMENSIONS

■  1/4 ton – 1 ton.

■  Boom lengths from 8–20 ft. (Span A).

■ Height under boom (HUB/Boom Height B)  from 8–20 ft.

SPECIFICATIONS

■  Requires epoxy anchor bolts.

■  360-degree rotation on a tapered roller bearing providing
full-capacity vertical and radial thrust loading.

OPTIONAL ACCESSORIES

■  Top or bottom entry collector or air swivel (for 360-degree
continuous rotation).

■  Rotation stops, wind or position lock for boom.

■  Anchor bolts with template – paper or steel.

■  Galvanized, sand-blasted or epoxy paint finishes.
■  Spark-resistant or explosion-proof for hazardous locations.

■  Electric, air or hand-geared powered rotation.

■  Fusible disconnect switch for indoor or outdoor.

■  Tagline wire or C-track festoon assemblies for power
to trolley/hoist.

COMPONENT MATERIALS

■  Mast — Fabricated from heavy wall structural steel pipe
with wall thickness sized to minimize deflection.

■  Boom – Wide flange beam section which provides high
load-bearing capacity and improved structural integrity to
effectively resist bending stresses.

■  Head Section — Rigid steel plate box type with welded 
construction for minimum deflection between boom and mast.

CONCRETE FLOOR NOTES 

■  Concrete floor must be at least 6” thick and contain
wire mesh reinforcement.

■  Minimum soil pressure of 2,500 psf.

■  Minimum concrete compressive strength of 3,000 psi.

■  Jib crane must be centered on a square foot area that
is free of cracks, seams, control joints, and walls.

■  

Foundationless Base-Mounted Heavy-Duty Pillar Jib Crane 
CAPACITY UP TO 1 TON

The Abell-Howe J904R Series was developed to be a foundationless jib for heavy-duty 

industrial applications requiring only 6” concrete depth. 

BENEFITS & FEATURES

J904R SERIES 

The J904R series can be motorized! 



  ■

Chart represents a sample of J904R sizes and capacities.

J904R SERIES
by Abell-Howe

Capacity 
(Tons)

HUB
SPAN

8' 10' 12' 14' 16' 18' 20'

1/4

8' 4R0001-8-6 4R0003-8-6 4R0005-8-6 4R0007-12-8 4R0009-12-8 4R0011-12-10 4R0013-12-10

10' 4R0027-8-6 4R0029-8-6 4R0031-8-6 4R0033-12-8 4R0035-12-8 4R0037-12-10 4R0039-12-10

12' 4R0053-8-6 4R0055-8-6 4R0057-12-6 4R0059-12-8 4R0061-12-8 4R0063-12-10 4R0065-12-10

14' 4R0079-8-6 4R0081-8-6 4R0083-12-6 4R0085-12-8 4R0087-12-8 4R0089-12-10 4R0091-14-10

16' 4R0105-8-6 4R0107-8-6 4R0109-12-6 4R0111-12-8 4R0113-12-8 4R0115-12-10 4R0117-14-10

18' 4R0131-8-6 4R0133-8-6 4R0135-12-6 4R0137-12-8 4R0139-14-8 4R0141-14-10 4R0143-14-10

20' 4R0157-8-6 4R0159-8-6 4R0161-12-6 4R0163-12-8 4R0165-14-8 4R0167-14-10 4R0169-14-10

1/2

8' 4R0170-8-6 4R0172-8-6 4R0174-12-8 4R0176-12-8 4R0178-12-10 4R0180-12-12 4R0182-14-12

10' 4R0196-8-6 4R0198-8-6 4R0200-12-8 4R0202-12-8 4R0204-12-10 4R0206-12-12 4R0208-14-12

12' 4R0222-8-6 4R0224-12-6 4R0226-12-8 4R0228-12-10 4R0230-12-12 4R0232-14-12 4R0234-14-12

14' 4R0248-8-6 4R0250-12-6 4R0252-12-10 4R0254-12-10 4R0256-12-12 4R0258-14-12 4R0260-14-12

16' 4R0274-8-6 4R0276-12-6 4R0278-12-10 4R0280-12-12 4R0282-14-12 4R0284-14-12 4R0286-16-12

18' 4R0300-12-6 4R0302-12-6 4R0304-12-10 4R0306-14-10 4R0308-14-12 4R0310-14-12 4R0312-16-12

20' 4R0326-12-6 4R0328-12-6 4R0330-14-10 4R0332-14-10 4R0334-14-12 4R0336-16-12 4R0338-16-12

1

8' 4R0339-12-8 4R0341-12-8 4R0343-12-10 4R0345-14-12 4R0347-14-12 not available not available

10' 4R0365-12-8 4R0367-12-8 4R0369-12-10 4R0371-14-12 4R0373-14-12 not available not available

12' 4R0391-12-8 4R0393-12-8 4R0395-14-10 4R0397-14-12 4R0399-16-12 not available not available

14' 4R0417-12-8 4R0419-12-8 4R0421-14-10 4R0423-14-12 4R0425-16-12 not available not available

16' 4R0443-12-8 4R0445-14-8 4R0447-14-10 4R0449-16-12 4R0451-16-12 not available not available

18' 4R0469-12-8 4R0471-14-8 4R0473-14-10 4R0475-16-12 not available not available not available

20' 4R0495-12-8 4R0497-14-8 4R0499-16-10 4R0501-16-12 not available not available not available

ABELL-HOWE.COM


