
CAPACITIES & DIMENSIONS

■  1/4 ton – 5 tons.

■  Boom lengths from 8–30 ft.

SPECIFICATIONS

■  Up to 212-degree rotation for high hook lift applications.

■  Conservatively designed mast resists torsional forces from
off-center loading.

■  Fabricated steel hinge fittings with bearings.
■  Boom is preset to compensate for deflection under load.
■  Boom has wide flange beam section which provides high

load-bearing capacity and improved structural integrity to
effectively resist bending stresses.

■  End-stops at both ends of the boom for safe trolley travel.

OPTIONAL ACCESSORIES

■   Rotation stops, wind or position lock for boom.

■   Galvanized, sand-blasted or epoxy paint finishes.
■   Spark-resistant or explosion-proof for hazardous locations.

■   Electric, air or hand-geared powered rotation.

■   Tagline wire or C-track festoon assemblies for power
to trolley/hoist.

MOTORIZED ROTATION AVAILABLE

■  

Wall-Mounted Full Cantilever Jib Crane 

CAPACITY UP TO 5 TONS

The Abell-Howe J906FCT Series was developed to be an all-purpose wall-mount jib for 

medium-duty industrial applications.

BENEFITS & FEATURES

J906FCT SERIES 

The J906FCT series can be motorized!



  ■

J906FCT SERIES
by Abell-Howe

Chart represents a sample of J906FCT sizes and capacities.

Capacity (Tons) Catalog # Boom Span Hinge Spacing I-Beam Size Flange Width Thrust & Pull Weight 

1/4

960001 8' 4'-0" W6 4" 1,295 lbs.  205 lbs. 

960002 10' 4'-0" W6 4" 1,685 lbs.  240 lbs. 

960003 12' 4'-0" W6 4" 2,095 lbs.  275 lbs. 

960004 14' 4'-0" W6 4" 2,515 lbs.  312 lbs. 

960005 16' 4'-0" W8 5.25" 2,955 lbs.  347 lbs. 

960006 18' 4'-0" W8 5.25" 3,610 lbs.  433 lbs. 

960007 20' 4'-0" W10 5.75" 4,410 lbs.  540 lbs. 

1/2

960008 8' 4' 0" W8 5.25" 2,430 lbs.  310 lbs. 

960009 10' 4' 0" W8 5.25" 3,080 lbs.  340 lbs. 

960010 12' 4' 0" W8 5.25" 3,730 lbs.  370 lbs. 

960011 14' 4' 0" W8 5.25" 4,750 lbs.  445 lbs. 

960012 16' 4' 0" W10 5.75" 5,750 lbs.  740 lbs. 

960013 18' 4' 0" W10 5.75" 6,610 lbs.  790 lbs. 

960014 20' 6' 0" W12 6.5" 5,350 lbs.  1,080 lbs. 

1

960015 8' 4' 0" W8 5.25" 4,745 lbs.  335 lbs. 

960016 10' 5' 0" W10 5.75" 5,000 lbs.  645 lbs. 

960017 12' 5' 0" W10 5.75" 6,040 lbs.  695 lbs. 

960018 14' 5' 0" W10 5.75" 7,080 lbs.  745 lbs. 

960019 16' 6' 0" W12 6.5" 7,330 lbs.  950 lbs. 

960020 18' 6' 0" W16 7" 8,645 lbs.  1,165 lbs. 

960021 20' 6' 0" W16 7" 9,515 lbs.  1,250 lbs. 

2

960029 8' 4' 0" W12 6.5" 9,455 lbs.  585 lbs. 

960030 10' 4' 0" W12 6.5" 12,210 lbs.  650 lbs. 

960031 12' 4' 0" W12 6.5" 15,000 lbs.  715 lbs. 

960032 14' 5' 0" W16 7" 14,500 lbs.  1,065 lbs. 

960033 16' 6' 0" W18 7.5" 14,255 lbs.  1,375 lbs. 

960034 18' 6' 0" W18 7.5" 16,300 lbs.  1,485 lbs. 

960035 20' 6' 6" W21 8.25" 17,300 lbs.  1,870 lbs. 

3

960036 8' 4' 0" W16 7" 14,105 lbs.  775 lbs. 

960037 10' 4' 0" W16 7" 18,210 lbs.  865 lbs. 

960038 12' 6' 0" W16 7" 14,925 lbs.  1,075 lbs. 

960039 14' 6' 0" W16 7" 17,720 lbs.  1,165 lbs. 

960040 16' 6' 6" W18 7.5" 19,210 lbs.  1,680 lbs. 

960041 18' 7' 6" W21 8.25" 19,205 lbs.  2,060 lbs. 

960042 20' 9' 6" W24 9" 17,400 lbs.  2,680 lbs. 

5

960050 8' 6'- 6" W18 7.5" 14,400 lbs.  1,240 lbs. 

960051 10' 6'-6" W18 7.5" 18,550 lbs.  1,350 lbs. 

960052 12' 6'- 6" W18 7.5" 22,730 lbs.  1,460 lbs. 

960053 14' 7'- 6" W21 8.25" 23,500 lbs.  1,800 lbs. 

960054 16' 9'- 6" W24 9" 21,720 lbs.  2,360 lbs. 

960055 18' 9'- 6" W24 9" 25,600 lbs.  2,600 lbs. 

960056 20' 9'-6" W24 9" 28,700 lbs.  2,820 lbs. 
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